
How to Turn-In ODS Material to the ODS Reserve 
 

All types of ODS containers will be accepted in the Reserve to include cylinders, fire extinguishers, 
drums, spheres, and canisters. Government recovery cylinders are available free of charge through 
Defense Supply Center Richmond (DSCR) for ODS turned in to the Reserve (See NSNs for these 
cylinders in Table 1). Only these recovery cylinders should be used for recovering ODS from systems. 
They can be requisitioned by following normal MILSTRIP procedures or by phoning in the MILSTRIP data 
to the Customer Contact Center at (877) 352-2255, DSN 932-7766. The government cylinders used for 
recovering CFC refrigerants are painted orange, and Halons red. Both have yellow tops and dual ports 
(two valves) to distinguish them from single port valve standard spec gas cylinders.  If you are in Hawaii, 
Europe, or Japan follow special turn-in procedures found at the DLA ODS Reserve Website at 
https://www.denix.osd.mil/denix/Public/News/DLA/ODS/sect2.html.  Otherwise follow the procedures 
below: 

• Fire suppression system cylinders and canisters with electrical charges or initiators must 
be deactivated prior to shipment. Also, safety caps must be used to cover exposed actuation 
mechanisms and discharge ports on these special cylinders, otherwise dangerous safety 
situations could arise during the shipping, receiving, or storage process. Additional information 
can be found on ODS Reserve website at 
https://www.denix.osd.mil/denix/Public/News/DLA/ODS/sect1.html#special and  
in the Safety Guide for Decommissioning Halon Systems at 
https://www.denix.osd.mil/denix/Public/News/DLA/Halon/hal1.html.  If you have any questions 
concerning safety caps or turn-in procedures for these special cylinders contact the ODS Reserve 
Program office at (804) 279-5202, DSN 695-5202. 
 

• 

• 

• 

• 

Shipboard Halon 1301 fire suppression system cylinders should be turned in with the valve 
actuator attached to the top of the cylinder valve and with all safety devices installed such as:  the 
cap that covers the actuator (schrader valve), the anti-recoil cap over the discharge port, and the 
shipping protection cap that covers the entire actuator and valve assembly.  If you have any 
questions concerning safety caps or turn-in procedures for shipboard Halon 1301 cylinders 
contact the ODS Reserve Program office at (804) 279-5202, DSN 695-5202. 
 
CFC-113 and 1,1,1 Trichloroethane solvents when turned in must be unused in their original 
containers in which the seal has never been broken.  Used solvents may be recycled locally or 
turned in for disposal to DRMS. 
 
Recovered refrigerant from compressor burnouts or mixed Reserve products can be turned 
in to the Reserve. Clearly identify a mixture in a cylinder by defining its components (i.e. R-12 & 
R-502).  NOTE:  Never intentionally mix products in the same cylinder. 
 
Tag individual cylinders with the following information (tuck tag under safety cap):  

* Branch Of Service (Navy or Marine Corps) 
* Name Of ODS (R-11, R-12, R-114, R-500, R-502, Halon 
1211, Halon 1301, etc.) 
* NSN (see Table 2 for recovered material or spec gas 
containers that still contain some product, see Table 3 if you 
are returning spec gas containers that are empty) 
* Shipping Activity Name And UIC 

* Point Of Contact And Telephone Number 

https://www.denix.osd.mil/denix/Public/News/DLA/ODS/sect2.html
https://www.denix.osd.mil/denix/Public/News/DLA/ODS/sect1.html
https://www.denix.osd.mil/denix/Public/News/DLA/Halon/hal1.html


• When multiple containers with the same NSN are shipped palletized or in a box/crate, only one 
tag/label is required for shipment. 
 

• Segregate and palletize by ODS type (all R-114 or all R-12, etc.). 
 

• Ensure all hardware remains with each cylinder. 
 

• Indicate qty of containers on pallet/in crate on the turn-in document. 
 

• Pack & label in compliance with Department of Transportation regulations.  See DLAI 4145.25 
(http://www.dla.mil/dlaps/dlai/i4145.25.htm) and 49 CFR 173.301 
(http://www.gpoaccess.gov/ecfr/). 
 

• Ship to Richmond at following address:  

Defense Distribution Depot Richmond VA (DDRV) 
SW0004 
Attn: Cylinder Operations 
8000 Jefferson Davis Highway 
Richmond, VA 23297-5900 

• No prior approval required for inbound shipments. 
 

• If an activity is personally transporting ODS to the Reserve in Richmond, be sure to schedule the 
delivery with the DDRV Dispatch Office at: 804-279-3834/DSN 695-3834. 
 

• If funding is an issue, the Reserve can assist with shipping costs over $250.  For transportation 
cost assistance fax or e-mail the following data to the ODS Reserve at (804) 279-4970/DSN 695-
4970 or dscr.odsreserve@dla.mil 

1. Type and quantity of ODS 
2. Total weight of shipment 
3. The shipping cost 
4. Requesting facility and point of contact  

 

http://www.dla.mil/dlaps/dlai/i4145.25.htm
http://www.gpoaccess.gov/ecfr/
mailto:dscr.odsreserve@dla.mil


TABLE 1: NSNs for Ordering Empty ODS Recovery Cylinders 

 
 
Commodity NSN   Cylinder Water Capacity 
CFC-11  8120-01-356-5960  42 lbs 
  8120-01-356-9756  122 lbs 
  8120-01-355-9763  1000 lbs 
 
CFC-12  8120-01-355-4017  42 lbs 
  8120-01-355-4018  122 lbs 
  8120-01-355-4019  1000 lbs 
 
CFC-114 8120-01-356-1245  42 lbs 
  8120-01-356-1246  122 lbs 
  8120-01-356-1247  1000 lbs 
 
R-500  8120-01-357-6774  42 lbs 
  8120-01-357-7656  122 lbs 
  8120-01-357-7657  1000 lbs 
 
R-502  8120-01-357-6770  42 lbs 
  8120-01-357-6771  122 lbs 
  8120-01-357-6769  1000 lbs 
 
Halon-1202 8120-01-356-1781  122 lbs 
  8120-01-447-3636  1000 lbs 
 
Halon-1211 8120-01-356-1248  122 lbs 
  8120-01-356-1249  1000 lbs 
 
Halon-1301 8120-01-371-05331  117 lbs 
 
1  High pressure cylinder of 600 PSI plus 
 



TABLE 2: NSNs for Labeling Excess or Recovered Halons, Refrigerants, and Solvents 
(Use Table 3 if you are returning spec gas containers that are empty) 

 
Commodity Container NSN  Cylinder Size (Water Capacity) 
CFC-11  6830-01-355-9754  42 lbs 
  6830-01-355-9756  122 lbs 
  6830-01-355-9758  1000 lbs 
  6830-01-368-4847  100 lbs (drum) 
  6830-01-367-9554  200 lbs (drum) 
  6830-01-367-9555  650 lbs (drum) 
 
CFC-12  6830-01-355-4013  42 lbs 
  6830-01-355-6648  122 lbs 
  6830-01-355-4015  1000 lbs 
 
CFC-114 6830-01-356-1203  42 lbs 
  6830-01-356-1205  122 lbs 
  6830-01-356-1207  1000 lbs 
 
R-500  6830-01-357-7650  42 lbs 
  6830-01-358-5123  122 lbs 
  6830-01-357-7654  1000 lbs 
  
R-502  6830-01-357-6726  42 lbs 
  6830-01-357-6727  122 lbs 
  6830-01-357-6905  1000 lbs 
 
Halon-1202 6830-01-356-1780  122 lbs 
  6830-01-447-3632  1000 lbs 
 
Halon-1211 6830-01-376-8013  1-5 lbs 
  6830-01-376-8014  6-10 lbs 
  6830-01-376-8015  11-20 lbs 
  6830-01-376-8016  21-60 lbs 
  6830-01-376-8017  61-125 lbs 
  6830-01-356-1209  126-200 lbs 
  6830-01-376-8018  201-340 lbs 
  6830-01-356-1211  341-1500 lbs 
 
Halon-1301 6830-01-376-8394  1-5 lbs 
  6830-01-376-8395  6-10 lbs 
  6830-01-376-8396  11-20 lbs 
  6830-01-376-8397  21-70 lbs 
  6830-01-376-8398  71-100 lbs 
  6830-01-371-05011  101-117 lbs 
  6830-01-376-8399  118-125 lbs 
  6830-01-356-9752  126-150 lbs 
  6830-01-376-8400  151-200 lbs 
  6830-01-376-8401  201-260 lbs 
  6830-01-376-8402  261-350 lbs 
  6830-01-376-8403  351-530 lbs 
  6830-01-376-8404  531-600 lbs 
  6830-01-356-5958  601-1240 lbs 
1  High pressure cylinder 



Commodity Container NSN   Container Size 
 
CFC-113 Solvent*  

6850-01-424-8532  6 ounces 
  6850-01-424-8533  1 pint 
  6850-01-424-8540  1 quart 
  6850-01-424-8531  1 gallon 
  6850-01-424-8534  5 gallons (60 lbs) 
  6850-01-424-8535  100 lbs 
  8850-01-424-8536  200 lbs 
  6850-01-424-8537  55 gallons (drum) 
 
1,1,1-Trichloroethane (Methyl Chloroform) Solvent* 
  6810-01-424-8538  6 ounces 
  6810-01-424-9662  1 pint 
  6810-01-424-9665  1 quart 
  6810-01-424-8539  1 gallon 
  6810-01-424-9674  5 gallons 
  6810-01-424-9673  55 gallons (drum) 
*CFC-113 and 1,1,1-Trichloroethane Solvents can be turned in only if in their original containers in 

which the seal has never been broken.



 TABLE 3: NSNs for Labeling Empty Spec Gas (Virgin) Product Cylinders 
for Turn-In to the DoD ODS Reserve 

 
 
Commodity Cylinder NSN  Cylinder Fill Weight 
CFC-11  8120-01-355-9760  59 lbs 
  8120-01-355-9761  170 lbs 
  8120-01-355-9762  1400 lbs 
 
CFC-12  8120-01-337-1816  45 lbs 
  8120-01-337-6242  145 lbs 
  8120-01-355-4016  1190 lbs 
 
CFC-114 8120-01-354-9400  57 lbs 
  8120-00-063-39831  165 lbs 
  8120-01-337-62362  165 lbs 
  8120-01-356-1244  1360 lbs 
 
R-500  8120-01-357-6773  43 lbs 
  8120-01-357-6772  127 lbs 
  8120-01-357-9137  1045 lbs 
 
R-502  8120-01-357-7655  44 lbs 
  8120-01-357-6239  128 lbs 
  8120-01-357-6907  1050 lbs 
 
Halon-1202 8120-01-339-6277  160 lbs 
  8120-01-371-0532  2000 lbs 
 
Halon-1211 8120-00-337-2899  200 lbs 
  8120-01-396-2165  1500 lbs 
 
Halon-1301 8120-00-531-81933  137 and 150 lbs 
  8120-01-356-59613  1123 and 1240 lbs 
 
1  10 inch diameter cylinder (49 inch height) 
2  12 inch diameter cylinder (36 inch height) 
3  DOT 4BW400 cylinder (400 PSI) 
 


